P PROVIDENCE PIPE PRODUCTS

PRODUCT SPECIFICATION SHEET
NAME: EMT ELBOW 30 DEG

DESCRPITION/FEATURES: CODES & STANDARDS COMPLIANCE:

. Low conductivity . UL 797
High corrosion resistance - ANSI C80.3

APPLICATIONS: A}ﬂﬁ!ﬂh’ﬂ Standards Institute

. Allows for precise and secure cable routing in PRODUCT PHOTO/LINE DRAWINGS:
tight or angled spaces.

. High mechanical protection
. Reduces EMI & EMF Exposure

SPECIFICATIONS:
Mini. UL Straight Offset Weight Weight/
PROP\;IRDEI;I#CE SIZE Radius "A" | Length "C" "B" per 100PCS PCS/ Carton Carton
mm in. mm | in. |mm| in. | KG | LBS KG | LBS
P-50E30 12" | 102 4 68 [2.677(48 | 1.89| 8.4 19 50 421 | 9.29
P-75E30 3/4" | 114 | 4.5 72 12.835| 51 |2.008( 13.8 | 30 50 691 | 15.23
P-100E30 1" 146 | 5.75 | 76 |2.992| 58 |2.283( 22.9 | Sl 35 8.03 | 17.7
P-125E30 1-1/4"| 184 | 7.25 | 82 |3.228| 66 |2.598| 38.9 | 86 30 11.66 | 25.71
P-150E30 1-12"{ 210 | 825 | 88 |3.465| 72 |2.835| 49.5 | 109 15 7.42 116.37
P-200E30 2" 241 9.5 | 108 |4.252| 86 |3.386| 75.4 | 166 15 7.54 | 16.62
P-250E30 2-1/2"| 267 | 10.5 | 130 |5.118|101|3.976| 128.4 | 283 50 64.22 |141.58
P-300E30 3" 330 13 155 [6.102 {122]4.803| 189.7 | 418 40 66.38 |146.35
P-350E30 3-1/2" | 381 15 170 [6.693 [136|5.354(279.2| 616 35 97.73 1215.45
P-400E30 4" 406 16 180 [7.087(144|5.669|334.2| 737 35 116.96 257.86

www.providencepipe.com



