P PROVIDENCE PIPE PRODUCTS

PRODUCT SPECIFICATION SHEET
NAME: EMT ELBOW 45 DEG

DESCRPITION/FEATURES: CODES & STANDARDS COMPLIANCE:

. Low conductivity . UL 797
High corrosion resistance - ANSI C80.3

APPLICATIONS: A}ﬂﬁ!ﬂh’ﬂ Standards Institute

. Allows for precise and secure cable routing in PRODUCT PHOTO/LINE DRAWINGS:
tight or angled spaces. )

. High mechanical protection
. Reduces EMI & EMF Exposure

SPECIFICATIONS:
PROVIDENCE Mi“i’U}Alfadi“S Straig,l"é,lje“gth Offset "B" | Weight per 100PCS| | Weight/ Carton
PART # SIZE Carton
mm in. mm in. |mm| in. KG LBS KG | LBS
P-50E45 | 12" | 102 4 48 |187] 64| 252 | 77 17 50 | 387 | 8.54
P-75E45 | 34" | 114 45 54 [2.106 72 [ 2.835 | 134 29 50 | 6.69 | 14.74
P-100E45 | 1" | 146 | 5.75 58 [2.264] 84 [3307| 23.1 51 35 | 8.08 | 17.81
P-125E45 |1-1/4"| 184 | 7.5 70 [2.756104| 4.094 | 426 94 30 | 1278 | 28.18
P-150E45 [1-1/2"| 210 | 825 83 [3.248/120[4.724 | 57.1 126 15 | 857 | 18.89
P-200E45 | 2" | 241 9.5 109 [4.291]148(5.827 | 859 | 189 15 | 12.89 | 28.42
P-250E45 [2-172"| 267 | 105 | 130 |5.118{1706.693 | 1412 | 311 50 | 70.62 |155.68
P-300E45 | 3" | 330 13 156 [6.142(207| 8.15 | 2203 | 486 40 | 88.13 [194.29
P-350E45  [3-1/2"| 381 15 171 (6.732(233] 9.173 | 3419 | 754 35 [119.67|263.81
P-400E45 | 4" | 406 16 180 [7.087|246| 9.685 | 4202 | 926 35 |1a7.07| 724
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