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Certificate of 
Compliance 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
   
 
 
 
 
 
 
 
 
 
 
 
 
 

  

  
 David Piecuch  
              UL Mark Certification Program Owner 

Issued to:  

PROVIDENCE PIPE PRODUCTS INC 
9435 Sorensen Ave 
Santa Fe Springs, CA 90670 United States 

 
This certificate confirms that representative samples of:  

Electrical Metallic Tubing Fittings 
See Addendum Page for Models 
 
Has been evaluated by UL LLC in accordance with Standard(s) for 
Safety: 

UL 514B, Conduit, Tubing, and Cable Fittings 
 
Additional Information: 
See UL Product iQ® at https://iq.ulprospector.com for additional 

information. 
  
This Certificate of Compliance indicates that representative samples of 
the product described in the certification report have met the 
requirements for UL certification. It does not provide authorization to 
apply the UL Mark. Only the Authorization Page that references the 
Follow-Up Services Procedure for ongoing surveillance provides 
authorization to apply the UL Mark.   
 
Only those products bearing the UL Mark should be considered as being 
UL Certified and covered under UL’s Follow-Up Services.  
 
Look for the UL Certification Mark on the product. 

E544085 
 

 2024-10-11 
 

 Issue Date: 

Certificate Number:  

Report Reference: 

 E544085-20241011 

https://www.ul.com/contact-us
https://iq.ulprospector.com/


Certificate of Compliance 
 

Certificate Number: E544085 

Report Reference: E544085-20241011 

Issue Date: 2024-10-11 
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 

 
Compression Connectors, Model 
CCR [a] 
[a] - followed by -,  followed by 50, 75, 100, 125, 150, 200, 250, 300, 350, or 400, 
followed by -IC or blank 
 
Compression Couplings, Model(s) 
CLR [b] 
[b] - followed by -, followed by 50, 75, 100, 125, 150, 200, 250, 300, 350 or 400 
 
Connector: Straight, Model(s) 
CC [c], SSC [c] 
[c] - may be followed by I followed by 50, 75, 100, 125, 150, 200, 250, 300, 350 or 400 
 
Coupling, Model(s) 
CL [d], SSL [d] 
[d] - followed by 50, 75, 100, 125, 150, 200, 250, 300, 350 or 400 
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