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PROVIDENCE PIPE PRODUCTS

PRODUCT SPECIFICATION SHEET

NAME: EMT SET SCREW CONNECTOR W/ INSULATED THROAT
DESCRPITION/FEATURES:

. Preset and affixed screws.

. Heavy steel walls and steel locknuts.
. Concrete tight when taped.
« 1-1/4" - 4" Furnished with 2 set screws.

. Protective insulated throat for stress free wire

pulling.
APPLICATION:

. Connect EMT conduit to boxes or enclosures.
. Insulated throat well suited for large scale jobs.

« Suitable for indoor locations.

CODES & STANDARDS COMPLIANCE:

. UL514B

. RoHS Compliant

PRODUCT PHOTO/LINE DRAWINGS:

MATERIAL:

. Steel (Zinc Plated)

« Nylon
SPECIFICATIONS:

igh
. DIMENSION A | DIMENSIONB| PACKING Weight per
Providence 100PCS
SIZE
Part #
(In.) (in.) INNER | OUTER | (Approx. Ibs.)

P-ESCN50-I-STL | 1/2" 0.88 1.468 10 500 8.7
P-ESCN75-I-STL | 3/4" 1.13 1.51 10 250 12.9
P-ESCN100-I-STL | 1" 1.38 1.735 10 200 20.4
P-ESCN125-I-STL |1-1/4" 1.38 2.349 10 100 37
P-ESCN150-I-STL |1-1/2" 275 2.349 10 100 44.6
P-ESCN200-I-STL | 2" 2 2.479 10 50 61
P-ESCN250-I-STL |2-1/2" 3.44 2.979 i 10 130.3
P-ESCN300-I-STL | 3" 3.13 3.141 i 10 139.4
P-ESCN350-I-STL |3-1/2" 475 3.348 i 10 180.4
P-ESCN400-I-STL | 4" 425 3.475 i 10 23511
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