PROVIDENCE PIPE PRODUCTS

PRODUCT SPECIFICATION SHEET
NAME: RIGID STEEL CONDUIT ELBOW - 45 DEG, LARGE RADIUS

DESCRPITION/FEATURES:

. Low conductivity
. High corrosion resistance

APPLICATIONS:
. Allows for precise and secure cable routing in
tight or angled spaces.

. High mechanical protection

. Reduces EMI & EMF Exposure

CODES & STANDARDS COMPLIANCE:

. UL 797
. ANSI C80.3

‘ American National Standards Institute

PRODUCT PHOTO/LINE DRAWINGS:

SPECIFICATIONS:
Mini.UL Straight Offset Weight Weight/
PROVIDENCE SIZE Radius "A"| Length"C" "B" per 100PCS PCS/ Carton
PART # Carton
mm | in. | mm in. |mm| in KG | LBS KG LBS
P-200G45R24 2" X 45X 24 610 | 24 | 279 |10.98425|376|14.80315| 537.2 (1184.303 108 580.176 1279.048
P-200G45R36 2" X 45X 36(914.4] 36 | 279 110.98425|465|18.30709( 661.5 [1458.333 108 714.42 1575
P-200G45R48 2"x45x48|1219.2| 48 [ 305 [12.00787(573(22.55906| 811.7 |1789.462 108 876.636 1932.619
P-250G45R24 21/2"x45x24( 610 | 24 | 279 |10.98425|376|14.80315| 853.7 [1882.055 70 597.59 1317.438
P-250G45R36 2 1/2"x45x36(914.4 36 | 279 |10.98425[465(18.30709(1051.2| 2317.46 70 735.84 1622.222
P-250G45R48 2 1/2"x45x48(1219.2] 48 | 305 |12.00787|573]|22.55906( 1290 (2843.915 70 903 1990.741
P-300G45R24 3"x45x24 | 610 | 24 | 279 |10.98425|376|14.80315| 1115 (2458.113 48 535.2 1179.894
P-300G45R36 3"x45x36 [914.4] 36 | 279 |10.98425|465|18.30709( 1373 [3026.896 48 659.04 1452.91
P-300G45R48 3"x45x48 [1219.2] 48 | 305 |12.00787|573]|22.55906(1684.8|3714.286 48 808.704 1782.857
P-400G45R24 4"x45x24 | 610 [ 24 | 279 [10.98425]|376|14.80315|1588.3|3501.543 40 635.32 1400.617
P-400G45R36 4"x45x36 |914.4( 36 | 279 [10.98425|465|18.30709|1955.9|14311.949 40 782.36 1724.78
P-400G45R48 4"x45x48 [1219.2[ 48 | 305 [12.00787|573]22.55906| 2400 [5291.005 40 960 2116.402
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