D) PROVIDENCE PIPE PRODUCTS

PRODUCT SPECIFICATION SHEET
NAME: RIGID STEEL CONDUIT ELBOW - 45 DEG

DESCRPITION/FEATURES: CODES & STANDARDS COMPLIANCE:

. Low conductivity . UL6
High corrosion resistance - ANSI C80.3

APPLICATIONS: A}ﬂﬁiﬂd Standards Institute

. Allows for precise and secure cable routing in PRODUCT PHOTO/LINE DRAWINGS:
tight or angled spaces. )

. High mechanical protection
. Reduces EMI & EMF Exposure

SPECIFICATIONS:
Mini.UL Straight Offset Weight Weight/
PROP\;I]R?TEl:CE SIZE Radius "A" Length "C" "B" per 100PCS PCS/ Carton Carton
mm in. mm in. |mm| in. KG |[LBS KG [LBS
P-50G45 12" | 102 | 4.00 48 1.870 |64 | 2.520 | 21.3 | 47 50 10.67 | 24
P-75G45 3/4" | 114 | 4.50 54 2.106 |72 | 2.835 | 319 | 70 50 15.95 | 35
P-100G45 1" | 146 | 5.75 58 2.264 |84 | 3.307 | 55.0 | 121 35 19.27 | 42
P-125G45 1-1/4"| 184 | 7.25 70 2.756 |104 | 4.094 | 924 | 204 30 27.72 | 61
P-150G45 1-12"| 210 | 8.25 83 3.248 |120 | 4.724 | 128.8 | 284 15 19.31 | 43
P-200G45 2" (241 | 9.50 109 | 4.291 (148 | 5.827 | 203.3 | 448 15 30.50 | 67
P-250G45 2-1/2"| 267 | 10.50 130 | 5.118 (170 | 6.693 | 366.4 | 808 50 183.21 [404
P-300G45 3" | 330 13 156 | 6.142 (207 | 8.150 | 617.9 [1362 40 247.16 | 545
P-350G45 3-1/2" | 381 15 171 | 6.732 (233 | 9.173 | 863.4 [1903 35 302.19 {666
P-400G45 4" | 406 16 180 | 7.087 (246 | 9.685 |1102.4 |2430 35 385.85 [ 851
P-500G45 5" ] 610 24 281 |11.063 (377 |14.843 |2167.0 |4777 BULK
P-600G45 6" | 762 30 323 |12.717 |452 | 17.795 |3406.2 [7509 BULK
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