P PROVIDENCE PIPE PRODUCTS

PRODUCT SPECIFICATION SHEET
NAME: EMT ELBOW 90 DEG, LARGE RADIUS

DESCRPITION/FEATURES:

. Low conductivity
. High corrosion resistance

APPLICATIONS:

. UL 797

. ANSI C80.3

. Allows for precise and secure cable routing in PRODUCT PHOTO/LINE DRAWINGS:

tight or angled spaces.
. High mechanical protection
. Reduces EMI & EMF Exposure
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CODES & STANDARDS COMPLIANCE:

‘ American National Standards Institute

SPECIFICATIONS:

1\;1::12: Sltf:;gi‘; Offset | Weight Weight/
PROVIDENCE "an " % "B" per 100PCS PCS/ Carton

PART # SIZE A C Carton

mm | in. | mm in. |mm| in. KG |LBS KG LBS
P-250E90R24 [2 1/2"x90x24| 610 | 24 | 279 [10.984| 889 [35.000(486.6 | 1073 70 340.62(750.93
P-250E90R36 [2 1/2"x90x36| 914 | 36 |279 [10.984|1193[46.984|640.2 |1411 70 448.14(987.96
P-250E90R48 [2 1/2"x90x48|1219 | 48 | 305 [12.008|1524[60.008|810.1 {1786 70 567.07(1250.15
P-300E90R24 | 3"x90x24 | 610 | 24 |279 [10.984|889(35.000(592.9 |1307 48 284.59(627.41
P-300E90R36 | 3"x90x36 | 914 | 36 |279 [10.984|1193[46.984|780.1 |1720 48 374.45|825.50
P-300E90R48 | 3"x90x48 |1219 | 48 | 305 [12.008|1524[60.008(987.2 |2176 48 473.86(1044.66
P-400E90R24 | 4"x90x24 | 610 | 24 |[279 [10.984|889 [35.000(886.2 [1954 40 354.48(781.48
P-400E90R36 | 4"x90x36 | 914 | 36 |279 [10.984|1193[46.984|1165.9(2570 40 466.361028.13
P-400E90R48 | 4"x90x48 |1219 | 48 | 305 [12.008|1524(60.008|1475.4|3253 40 590.16{1301.06

www.providencepipe.com




