PROVIDENCE PIPE PRODUCTS

PRODUCT SPECIFICATION SHEET

NAME: ALL THREADED ROD

DESCRPITION/FEATURES:

Providence’s threaded rods, also known as all-
threaded rods (ATR), are manufactured from
electro-galvanized low-carbon steel, ensuring
corrosion resistance and increased product lifespan.
Designed and commonly used for suspending strut
channels. Providence ATR are available in various
diameters to meet different job requirements and can

be customized in length on per order basis.

CODES & STANDARDS COMPLIANCE:
. Grade A low carbon steel.

. ASTM B633 & A307
. THREAD SERIES: UNC (Unified Coarse)

PRODUCT PHOTO/LINE DRAWINGS:

SPECIFICATIONS:
EXTERNAL
WIRE
) NOM. SIZE MAJOR
Pr;w:lte;:ce THDS / INCH CLAS | DIAMETER PITCH DIAMETER MINOR ];;{ZAEW
2 AND SERIES | g DIA MIN.
MIN. MAX. MIN. MAX. MIN. [MAX.
INCH |INCH INCH INCH INCH |INCH
P-14ATR10-STL-EG| 1/4"-20 UNC | 1A 0.236 0.248 0.21 0216 0.187 | 0204 |0.216
P-38ATR10-STL-EG| 3/8- 16 UNC | 1A 0.359 0.373 0.326 0333 0297 | 0318 |0.332
P-12ATRI10-STL-EG| 1/2- 13 UNC | 1A 0.482 0.498 0.441 0.448 | 0.404 | 0432 |0.448
P-58ATR10-STL-EG| 5/8- 11TUNC | 1A 0.605 0.623 0.556 0.564 | 0511 0.546 | 0.564
P-34ATR10-STL-EG| 3/4- 10 UNC | 1A 0.728 0.748 0.674 0.683| 0.625 | 0.663 |0.683
Provid PCS/FT | WEIGHT / | WEIGHT / BUNDLE
“l’:;rf‘:e ATR SIZE PER PC

TUBE (LBS) (LBS)

P-14ATR10-STL-EG | 1/4" - 20 x 10" 50/500 1.44 72

P-38ATR10-STL-EG | 3/8"- 16 x 10" 25/250 2.77 69.25

P-12ATR10-STL-EG | 1/2"- 13 x 10’ 12/120 5.07 60.84

P-58ATR10-STL-EG | 5/8"- 11 x 10" 8/80 8.38 67.04

P-34ATR10-STL-EG | 3/4"- 10 x 10" 5/50 12.18 60.9

www.providencepipe.com




