PROVIDENCE PIPE PRODUCTS

PRODUCT SPECIFICATION SHEET
NAME: RIGID STEEL CONDUIT ELBOW - 90DEG ELBOW

DESCRPITION/FEATURES: CODES & STANDARDS COMPLIANCE:
. Low conductivity . UL6
. ANSI C80.3

. High corrosion resistance

APPLICATIONS: Aﬂﬁ!zﬂm Standards Institute

. Allows for precise and secure cable routing in PRODUCT PHOTO/LINE DRAWINGS:
tight or angled spaces.

. High mechanical protection
. Reduces EMI & EMF Exposure
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SPECIFICATIONS:
Mini.UL Straight Offset Weight Weight/
PROVIDENCE Radius "A" | Length"C" "B" per 100PCS PCS/ Carton
PART # SIZE Carton
mm in. mm in. mm in. KG | LBS KG LBS
P-50G90 12" | 102 4 43 | 1.673 | 145 [5.689 | 299 66 50 |[14.94 33
P-75G90 3/4" 114 | 45 55 [2.165] 169 |6.654| 47 104 50 [23.49 52
P-100G90 " 146 | 575 | 60 [2.362] 206 | 811 | 83.8 [ 185 20 | 16.75 37
P-125G90 1-1/4" | 184 | 7.25 | 70 |2.756 | 254 10 (1394 307 20 |27.89 61
P-150G90 1-12" [ 210 | 825 | 80 | 3.15 [ 290 [11.417| 191.2| 422 10 | 19.12 42
P-200G90 2" 241 9.5 108 | 4.252 ( 349 [ 13.74]309.6 | 683 10 | 30.96 68
P-250G90 2-172" 267 | 10.5 | 133 |5.236 | 400 [15.748] 549.6 | 1212 | 50 (274.82 606
P-300G90 3" 330 13 149 | 5.866 | 479 ([18.858| 854.8 | 1884 | 35 [299.16 660
P-350G90 3-172"| 381 15 171 | 6.732 | 552 (21.732]1190.5] 2624 | 35 [416.66 919
P-400G90 4" 406 16 181 | 7.126 | 587 |[23.11 |1529.6] 3372 | 25 |[3824 843
P-500G90 5" 610 24 283 |11.142( 893 [35.157|3173.8| 6997 (BULK
P-600G90 6" 762 30 337 113.268| 1099 [43.268(5119.5] 11286 |BULK
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