PROVIDENCE PIPE PRODUCTS

PRODUCT SPECIFICATION SHEET

DESCRPITION/FEATURES:

. Low conductivity
. High corrosion resistance

APPLICATIONS:
. Allows for precise and secure cable routing in

tight or angled spaces.
. High mechanical protection

. Reduces EMI & EMF Exposure

NAME: EMT ELBOW 22.5 DEG

CODES & STANDARDS COMPLIANCE:

. UL 797
. ANSI C80.3

‘ : American National Standards Institute

PRODUCT PHOTO/LINE DRAWINGS:
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SPECIFICATIONS:
Mini.UL Radius . e | Offset . .
PROVIDENCE AN Straight Length "C g Weight per 100PCS P CS) Carton Weight/ Carton
PART # SIZE
mm in. mm in mm | in. KG LBS KG LBS
P-50E225 12" 102 4 66 2.598 | 33 |1.299| 7.7 17 50 3.83 8.44
P-75E225 3/4" 114 4.5 70 2.756 | 35 |1.378] 12.5 28 50 6.26 | 13.81
P-100E225 1" 146 5.75 73 2.874 | 39 |1.535| 204 45 35 7.15 | 15.76
P-125E225 |1-1/4"| 184 7.25 78 3.071 44 11.732| 34.1 75 30 10.22 | 22.54
P-150E225 |1-1/2"| 210 8.25 89 3.504 | 50 |1.969] 45.1 99 15 6.76 | 14.91
P-200E225 2" 241 9.5 105 4.134 | 59 |2.323] 67.1 148 15 6.71 14.8
P-250E225 |2-172"| 267 10.5 129 5.079 | 70 |2.756] 116.6 257 50 58.29 | 128.49
P-300E225 3" 330 13 151 5.945 | 83 [3.268| 169.6 374 40 59.35 | 130.83
P-350E225 |3-1/2"| 381 15 170 6.693 | 94 (3.701| 2534 559 35 88.7 [195.54
232.13
P-400E225 4" 406 16 178 7.008 | 99 |3.898] 300.8 663 35 105.29
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