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PROVIDENCE PIPE PRODUCTS

PRODUCT SPECIFICATION SHEET

DESCRPITION/FEATURES:
* Thickness:12 Gauge (2.6mm)
* Lengths:10°(3.05m) & 20’ (6.09m)

¢ Finish: Pre-Galvanized
* Weight:1.90Lbs./Ft.(2.83kg/m)

**Where the slenderness ratio KL exceeds 200,

and K = end fixity factor, L = actual length and r

= radius of gyration.

NAME: STRUT CHANNEL LX32

CODES & STANDARDS COMPLIANCE:
. UL Listed

PRODUCT PHOTO/LINE DRAWINGS:

SPECIFICATIONS:
Max. Uniform
Beam Column Loading K=0.80 Load @Deflection of
Channel Style Span Loaded@C.G. | Loaded@Slot Face K=.65K=1.0 K=1.2

In. | mm Lbs. KN Lbs. KN Lbs. | KN | Lbs. | KN Lbs. KN
LX32 10454 46.5 4276 19.02 10598 | 47.14 | 10222 | 4547 | 9950 | 44.26
LX32A 121305 21625 96.18 7002 31.15 21677 | 96.42 | 21539 | 95.81 | 21433 [ 95.34
LX32 9311 41.41 3993 17.76 9801 | 43.6 | 8582 | 38.17| 7801 34.7
LX32A 24| 609 21164 94.13 6898 30.69 21373 | 95.07 | 20819 | 92.61 | 20397 | 90.73
LX32 7801 34.7 3589 15.97 8676 | 38.59 | 6595 |29.34| 5392 |23.98
LX32A 36| 914 20397 90.72 6728 29.93 20866 | 92.81 | 19619 | 87.27 | 18669 | 83.04
LX32 6193 27.54 3118 13.87 7401 | 32.92| 4718 | 20.99 | 3791 | 16.86
LX32A 8| 1219 19322 85.94 6496 28.9 20157 | 89.66 | 17940 | 79.8 | 16251 | 72.29
LX32 4718 20.98 2631 11.7 6093 | 27.1 | 3616 | 16.08 | 2936 | 13.06
LX32A 60| 1524 17940 79.79 5340 23.76 19244 | 85.6 | 15781 | 70.2 | 13141 | 58.45
LX32 3791 16.86 2264 10.07 4869 | 21.66 | 2936 | 13.06 | 2381 | 10.59
LX32A 2| 1829 16251 72.28 3968 17.65 18129 | 80.64 | 13141 | 58.45 | 9524 |42.36
LX32 3176 14.13 1984 8.83 4037 | 17.96 | 2461 |10.95| 1980 | 8.81
LX32A 84 2153 14255 63.4 3028 13.47 16812 | 74.78 | 10076 | 44.82 | 6998 | 31.13
LX32 2728 12.13 1761 7.83 3456 | 15.37 | 2101 | 9.35 1671 7.43
LX32A %6 12438 11951 53.15 2359 10.49 15291 | 68.02 | 7715 | 34.32 | 5357 |23.83
LX32 2381 10.59 1575 7.01 3022 | 13.44 | 1816 | 8.08 | 1426** | 6.34
LX32A 108 2743 9524 42.36 1867 8.31 13568 | 60.35 | 6096 |27.12 | 4233 | 18.83
LX32 2101 9.34 1418 6.31 2680 | 11.92 | 1583 | 7.04 | 1228** | 5.46
LX32A 120/ 3048 7715 34.31 1512 6.73 11642 | 51.79 | 4937 | 21.96 | 3429** | 15.25
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PROVIDENCE PIPE PRODUCTS

PRODUCT SPECIFICATION SHEET

NAME: STRUT CHANNEL LX32

SPECIFICATIONS:
Section Properties
X-X Axis Y-Y Axis
Chan . Areas of | Moment of Section Radlus. of Moment of Section Radlus. of
nel Weight Section | Inertia (I) Modulus | Gyration Inertia (1) Modulus | Gyration
(S (r) ) (r)
thS/ £ Iing/ ?;1 Cm2| In4 |Cm4|In3 |Cm3| In. | cm | In4 |Cm4|In3 |Cm3| In. | em
LX3
) 1.91 | 2.84 [0.562(3.621[0.191|7.955]|0.213|3.4810.583|1.478| 0.24 {9.983(0.295(4.829|0.563|1.432
40.4 19.92
L;f 3.82|5.68 |1.124(7.242(0.973 02 ¢ 0.599( 9.81 [0.931] 2.36 |0.479 959 0.591(9.667(0.563(1.432
Strut Material &
Channel Dimensions ateria
LX Code Thickness (Steel)
15/8” 15/8”
LX32 (D 12Ga.
32 (Deep) (41.3) (41.3) a
13/16” 15/8”
LX64(Shall 14Ga.
64(Shallow) (20.6) (41.3) a
Strut Channel Slot Holes Descrinti
Holes Chart: ot Holes Lescription Distance Between Two
LX Holes Code
] Holes
Length Inch | Width Inch
S 11/8” 9/16” 27
LS 3” 13/32” 4»
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